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This Super Earth Kit increases the efficiency of your electric fence in conditions where the earthing is poor
or where earth spikes alone are not sufficient. This kit will help to improve earthing, but will not
necessarily solve all problems. Multiple kits can be added and used as needed.

INTRODUCTION

Features

This kit is the equivalent of 3 earth spikes

Highly effective in challenging soil conditions, including sandy, pumice, stony, and ash-rich soils

Enhances soil conductivity by attracting and retaining moisture

Kit contains:
- 1.2m galvanised earth spike with clamp
- 6kg Bentonite sleeve

Installation Instructions

Step 1: Prepare the Site
Choose Location: Select a spot near the fence and ideally close to a water source (if possible).
This helps with the earthing efficiency.
Drill the Hole: Drill a hole 6-8 cm in diameter and just under 1.2 meters deep.

Step 2: Prepare the Bentonite Mix
Open Bentonite Sleeve: Open the bentonite plastic sleeve at one end and pour into a container to mix.
Add Water: Gradually add water to the bentonite to create a thick, paste-like slurry.

Step 3: Install the Earth Spike
Place Earth Spike: Insert the 1.2m galvanized earth spike vertically into the center of the hole,
ensuring that 50mm of the spike sticks out above the ground for future maintenance.
Secure with Clamp: Use the included clamp to secure the earth spike properly.

Step 4: Add Bentonite Mixture
Pour Bentonite: Gradually pour the bentonite slurry around the earth spike, ensuring it’s evenly distributed.
Compact: Gently compact the mixture around the spike to remove air pockets.

Step 5: Final Steps
Fill the Hole: Fill the hole to ground level with bentonite, ensuring the top of the earth spike remains
50mm above the ground.
Allow to Settle: Let it cure for at least 24 hours before testing.

Note on Additional Kits
If you’re in an area with poor earthing conditions, you may need to install additional Super Earthing Kits
to improve conductivity.
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The Process
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WARRANTY

Unless otherwise specified all Nemtek energizers have a 2 year warranty and all other
fencing components have a 1 year warranty from date of sale against defects due
to faulty workmanship or materials. Nemtek (Pty) Ltd will, at its discretion, either
repair or replace a product that proves to be defective.

Nemtek (Pty) Ltd does not guarantee that the operation of the product will be
uninterrupted and totally error free. Faulty products must be returned to one of the
Nemtek Group outlets. The buyer shall pay all shipping and other charges for the
return of the product to Nemtek (Pty) Ltd.

LIMITATION OF WARRANTY

The warranty does not apply to defects resulting from acts of God, modifications
made by the buyer or any third party, misuse, neglect, abuse, accident or mishandling.

EXCLUSIVE REMEDIES

The remedies provided herein are Nemtek (Pty) Ltd’s sole liability and the buyers sole
and exclusive remedies for breach of warranty. Nemtek (Pty) Ltd shall not be liable
for any special, incidental, consequential, direct or indirect damages, whether based
on contract, tort, or any other legal theory. The foregoing warranty is in lieu of any
and all other warranties, whether expressed, implied, or statutory, including but not
limited to warranties of merchantability and suitability for a particular purpose.




